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PRE-INSTALLATION

KEY TECHNICAL DATA

INPUT VOLTAGE 120- 277 / 347 - 480V

CONTROL TYPE 3 / TYPE 5

WORKING TEMP. -40°F ~ 122°F

SAFETY INFORMATION
BE SURE THE POWER IS OFF! RISK OF ELECTRICAL SHOCK: Always use the switch to 
power off. The electrical system you want to connect the device to must be grounded. 
Read the instructions before using or powering this device. The safety instructions 
must remain with the unit in case of transfer. Any damage to the device linked to an 
inappropriate use is excluded from support by the warranty. Before connecting, make 
sure that the current and voltage are compatible with this device. We highly recommend 
that all installations are made by QUALIFIED ELECTRICIAN. We are NOT responsible by 
any means for the use or misuse of the following information. We are NOT responsible in 
whole or part for any harm or damage that may or may not be caused. We reserve the right 
to revise the components of any product, due to part availability or change ETL, CUL, UL 
standards without assuming any obligation or liability to modify any products previously 
manufactured and without notice. These instructions do not cover all details of variations 
in equipment, nor do they provide every possible contingency to be met. Turn off / unplug 
power when installing or service device.

PRE. INSTALLATION

WARNINGS

•Carefully remove the fixture from the carton.
•Before beginning assembly, installation, or operation of product, make sure all parts are present. 
Compare parts with package contents list and diagram on previous page. If any part is missing or 
damaged, do not attempt to assemble, install or operate the product. Contact customer service for 
replacement parts.
• Tools required for assembly (Not Included): screwdriver, phillips screwdriver, pliers, electrical tape, 
wire cutters, safety glasses, ladder, wire stripper.

• To reduce the risk of electrical shock or other personal injury, ensure the power is turned 
off at the breaker box before making any electrical connections
• For outdoor use only
• Must be connected to 100-277 volt, 60Hz power source
• Fixture should be mounted to a grounded junction box marked for use in wet locations 
• Suitable for wall mount
• NOT suitable for ground locations
• Utility light should be installed by a qualified electrician or person experienced with 
household wiring. The electrical system, and method of electrical connection of the 
fixture, must be in wiring. The electrical system, and method of the National Electric Code 
and local building codes

→Before beginning installation, turn off the circuit breaker

→POST TOP MOUNT (PM) →WALL MOUNT (AM)

→POLE MOUNT (AM)

PM
Post Top Mount

AM
Wall/Pole Mount

LIGHT DEPENDENT CONTROL *optional
This light includes an integrated photocell which activates the light during low 
illumination (at dusk) and deactivates the light when illuminated (at dawn). The 
integrated photocell is a 7 pin base.

The main body of LED (1) Mounting Bracket (1) Mounting Screws 
(in the bracket)

Expansion Bolts
(not included)

Mounting Bracket (1)The main body of LED (1)

The main body of LED (1) Mounting Screws 
(in the bracket) Mounting Bracket (1)
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POST TOP MOUNT
→Before beginning installation, turn off the circuit breaker

Note: The arrow on the light body points to the road
1. Open the main body
2. Connect the AC driver cord through the mounting bracket
3. Place the lighting on the mounting column and lock the screws

1. Open the lamp and fix the bracket to the lamp
2. Fix the bracket adapter to the wall
3. Insert the lamp fixing the bracket into the bracket adapter, connect 
the power cord, install the cover plate, and lock all the screws

1. Open the lamp and fix the bracket to the lamp
2. Fix the bracket adapter, curved adapter and rubber gasket to the 
round pole
3. Insert the lamp fixing the bracket into the Bracket Adapter, connect 
the power line, install the cover plate, and lock all screws

1. Open the lamp and fix the bracket to the lamp
2. Fix the bracket adapter and rubber gasket to the square pole
3. Insert the lamp fixing the bracket into the bracket adapter, connect 
the power line, install the cover plate, and lock all the screws

1 2 3

WALL MOUNT
→Before beginning installation, turn off the circuit breaker

2 3
1

←

←

←

Bracket

Bracket Adapter

Rubber Gasket

Cover Plate Installation

ROUND POLE MOUNT SQUARE POLE MOUNT
→Before beginning installation, turn off the circuit breaker

→Before beginning installation, turn off the circuit breaker

321

←

← ←

←

Bracket

Bracket Adapter Rubber Gasket

Curved Adapter

Cover Plate Installation

31 2

←

←

←
Bracket

Bracket Adapter

Rubber Gasket

Cover Plate Installation

ATTACH POWER SUPPLY WIRE

1. Connect the fixture ground wire (Green) to the ground 
supply wire using a wire nut

2. Connect the Black fixture wire to the Black (Line) 
supply wire using the wire nuts

3. Connect the White fixture wire to the White (Neutral) 
supply wire using the wires nuts

NOTE: For proper connection, place the wire nuts over 
the wires and twist clockwise until tight

RECOMMENDED: Wrap each wire nut with electrical 
tape (not included)

DIMMING DIAGRAM

Standard Input  Black (L)

W hite (N)

Red (+)

Blue (-)

Fixture
Housing

OUTPUT

Lampload

Gray or Pink Dimming Lead (-)
Violet  Dimming Lead (+)
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PROBLEM POSSIBLE CAUSE SOLUTION CARE & MAINTENANCE

Light will not come on A. Light switch is turned off.
B. Fuse is blown or circuit 
breaker is turned off.
C. Incorrect circuit wiring 

A. Turn light switch on
B. Replace fuse or turn circuit 
breaker on
C. Verify that fixture is wired properly

CAUTION: Before attempting to clean the fixture, disconnect the power to the fixture by turning 
the breaker off or removing the fuse from the fuse box. This LED light fixture is made from quality 
materials that will last many years with minimum care and maintenance. You may want to clean 
the fixture with a soft cloth periodically. To maintain the best appearance of the fixture, do not use 
cleaners with chemicals, solvents or harsh abrasives. Do not use liquid cleaner on the LEDs, LED 
driver, or wiring inside the light fixture.

PTM ARM DRILL PATTERN
PTM ARM CURVED ADAPTER

PTM ARM BRACKET ADAPTER

PTM ARM LOCKING PLATE

PTM ARM MOUNTPTM ARM ASSEMBLY
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Step 1: Position the shield to 
requested direction and mark the 
screw hole

Step 2: Drilling the marked holes

Step 3 : Fasten the shield to the 
fixture with self tapping screws

1. Position the HSS to requested direction and mark the
screw hole

2. Drill the marked holes

3. Fasten the HSS to the fixture with self tapping screws


