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I N S T A L L A T I O N  M A N U A L
SAFETY INFORMATION

BE SURE THE POWER IS OFF! RISK OF ELECTRICAL SHOCK: Always use the switch to power off. Do not perform 
any operations while this unit is powered on. The electrical system you want to connect the device to must be 
grounded. Read the instructions before using or powering this device. The safety instructions must remain with 
the unit in case of transfer. Any damage to the device linked to an inappropriate use is excluded from support by 
the warranty. Before connecting, make sure that the current and voltage are compatible with this device. We highly 
recommend that all installations are made by QUALIFIED ELECTRICIAN. We are NOT responsible by any means for 
the use or misuse of the following information. We are NOT responsible in whole or part for any harm or damage 
that may or may not be caused. We reserve the right to revise the components of any product, due to part availability 
or change ETL, CUL, UL standards without assuming any obligation or liability to modify any products previously 
manufactured and without notice. These instructions do not cover all details of variations in equipment, nor do they 
provide every possible contingency to be met. Turn off / unplug power when installing or service device.

WARNING: Read all safety precautions and installation instructions carefully before installing or servicing this 
fixture. Failure to comply with these instructions could result in a potentially fatal electric shock, fire, and/or 
property damage. 
• Turn off the electrical power at the fuse or circuit breaker box before installing or servicing any part of this fixture
• If replacing a fixture, remove existing fixture and make a sketch of wiring configuration (by color) or mark wires 
with masking tape for identification
• Remove the lamp bas and diffuser from the carton and check that all parts are included. Be careful not to misplace 
any of screws or parts needed for installing the fixture 
• Diffuser is fragile. Carefully set aside in a safe location to avoid damage until ready to be installed.

WARNING

FCC WARNING
WARNING: Changes or modifications to this unit not expressly approved by the party responsible for compliance 
could void the user authority to operate the equipment.
NOTES: This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to 
Part 15 of the FCC Rules. These limits are designed to provide reasonable protection against harmful interference in 
a residential installation. This equipment generates, uses and can radiate radio frequency energy and, if not installed 
and used in accordance with the instructions, may cause harmful interference to radio communications.
However, there is no guarantee that interference will not occur in a particular installation. If this equipment does 
cause harmful interference to radio or television reception, which can be determined by turning the equipment off 
and on, the user is encouraged to try to correct the interference by one or more of the following measures:
•Reorient or relocate the receiving antenna.
•Increase the separation between the equipment and receiver.
•Connect the equipment into an outlet on a circuit different from that to which the receiver is connected.
•Consult the dealer or an experienced radio/TV technician for help. 

UNPACKING
•Carefully remove the fixture from the carton.
•Before beginning assembly, installation, or operation of product, make sure all parts 
are present. Compare parts with package contents list and diagram on previous page. 
If any part is missing or damaged, do not attempt to assemble, install or operate the 
product. Contact customer service for replacement parts.
• Tools required for assembly (Not Included): screwdriver, phillips screwdriver, pliers, 
electrical tape, wire cutters, safety glasses, ladder, wire stripper.

PRODUCT PARAMETER

INPUT VOLTAGE 120 - 277V

LISTINGS DLC STANDARD 

MATERIAL DIE-FORMED STEEL
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P R E - I N S T A L L A T I O N

READ ALL INSTRUCTIONS BEFORE INSTALLATION

1. CONSULT A QUALIFIED ELECTRICIAN TO ENSURE CORRECT BRANCH CIRCUIT CONDUCTOR.

2. THE PRODUCT SHOULD BE INSTALLED AND OPERATED BY A QUALIFIED ELECTRICIAN OR TECHNICIAN IN ACCORDANCE WITH RELEVANT LOCAL CODES.

3. RISK OF ELECTRIC SHOCK. ENSURE THAT THE MAIN POWER SOURCE IS OFF WHEN WIRING OR SOLDERING THE SECTIONS OF THE PRODUCT. 

4. BEFORE INSTALLING THIS FIXTURE OR DOING ANY MAINTENANCE, MAKE SURE TO TURN OFF THE POWER SUPPLY AT THE CIRCUIT BREAKER OR FUSE BOX.

5. CHECK TO MAKE SURE THAT ALL FIXTURE CONNECTIONS HAVE BEEN PROPERLY MADE AND THE FIXTURE IS GROUNDED TO AVOID POTENTIAL ELECTRICAL SHOCKS.

6. DO NOT HANDLE ENERGIZED FIXTURE WHEN HANDS ARE WET, WHEN STANDING ON WET OR DAMP SURFACES, OR IN WATER.

7. THE PANEL LIGHTS ARE NORMALLY SET TO WORK AT EXTRA LOW VOLTAGE BELOW DC42V AND CONSTANT CURRENT CONDITIONS TO ENSURE SAFETY TO HUMAN BODY.

8. DESIGNED FOR USE IN 100V-277V OR 120-347V, 50-60HZ PROTECTED CIRCUIT. APPLY CLASS 2 POWER SUPPLY. 
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READ ALL INSTRUCTIONS BEFORE INSTALLATION

1. Bend hang buckle by 90° making it vertical to the rear cover of panel light. Same to 4 hang buckles.(Figure 1) J-Hook for positioning only.

2. Turn off power, and remove the ceiling panel.

3. For positioning, place the troffer into the T bar. Ensure the troffer are attached to the ceiling. (Figure 2)

4. Open up the driver box. Trade size of conduit 22.2mm dia.

5. Connect AC wires. Input L connects to the black wire of the luminaire, N connects to the white wire, the ground connects to the green wire.

5B. Connect Dimmer. Compatible with 0-10V dimmer. The driver VIOLET (D+) to the dimmer + (VIOLET) and the driver PINK(D-) to the 
dimmer-(PINK).)

5C. Connect Dimmer. Compatible with 0-10V dimmer. The driver VIOLET (D+) to the dimmer + (VIOLET), and the driver PINK (D-) to the 
dimmer- (PINK).Connect the wires with terminal cap as shown in wiring diagram. (Figure 3) Incoming insulated dimming conductors shall 
have voltage rated at least equal to the branch voltage.

6. Close the driver box and screw in. (Figure 4)

Figure 1 Figure 2 Figure 3 Figure 4

EM WIRING DIAGRAM

WIRING DIAGRAM

ADJUSTABLE WATTAGE & CCT

Adjustable Wattage
2’x2’: 20W/30W/40W
2’x4’: 30W/40W/50W

Adjustable CCT
3000K/3500K/4000K


