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BI-LEVEL PIR SENSOR

FEATURES

DESCRIPTION

COVERAGE

DIMENSIONS

CORRIDOR FUNCTION
DAYLIGHT SENSOR FUNCTION

ANT6-4T
POWER SUPPLY 12-24VDC, >30mA

DIM CONTROL OUPUT 0-10V, max 25mA sinking 
current

DETECTION RADIUS/ANGLE 20%/50%/75%/100% (1-Bm)

MOUNTING HEIGHT Max 40ft (12m)

REMOTE RANGE 50ft (15m) indoor, no backlight

LIGHT CONTROL 24H/10LUX/30LUX/50LUX

TEMPERATURE -4°F~104°F

The ANT6-4T mounts in an outdoor lighting fixture and provides 
multi-level control based on motion and/or daylight contribution. It 
controls 0-10 VDC LED drivers or dimming ballasts, and is rated for 
wet and cold locations. All control parameters are adjustable via a 
wireless configuration tool capable of storing.

• IP65 rated for wet locations
• Fully adjustable high and low dimmed light levels; optional dusk to 
dawn control
• Hold off set point with automatic calibration option for convenience 
and added energy savings
• Multiple mounting options for easy installation
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This function inside the motion sensor to achieve tri-level control, for some areas 
which require a light change notice before switch-off_ T he sensor offers 3 levels 
of light: 100%-->dimmed light (natural light is insufficient) -->off; and 2 periods of 
selectable waiting time : motion hold-time and stand-by period; Selectable daylight 
threshold and freedom of detection area.


