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Full Cut off Wall Pack Luminaire
WPFC
MODEL NO. PROJECT/DATETYPE

TECHNICAL SUMMARY

WATTAGE Up to 70W

LUMEN/EFFICACY Up to 9800LM; Up to 140 LM/W

VOLTAGE 120 - 277V

CCT/CRI 3000K/4000K/5000K Color Changeable; CRI>70

CONTROL 0-10V, ON/OFF Photocell

VALIDATION Wet Location

BEAM ANGLE 92.8°

LIFETIME/WARRANTY 5 YR WARRANTY; L70>50,000 HRS

WORKING TEMP –68ºF ~ 113ºF

*IES files available upon a request

KEY FEATURES

- Lumen field adjustable
- Affordable lighting upgrade
- 

DIMENSIONS

LUMEN CHART

70W 56W 42W 28W

9800LM 7800LM 6100LM 4000LM
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Full Cut off Wall Pack Luminaire
WPFC
MODEL NO. PROJECT/DATETYPE

ORDERING INFORMATION

*Additional cost and/or lead time on customized fixtures may apply. 

SPECIFICATIONS

EM1
BLD-CM08E
8W EM OPTION

EM2
BLD-CM15H
15W EM OPTION

ACCESSORIES

Series Lumen Package Voltage CC Finish EM Options*

WPFC - (Full Cut-Off 
Wall Pack)

98LC - (9800/7800/6100/4000LM) U - (120-277V) CC - (30K/40K/50K) DB - (Dark Bronze)
RAL - (Custom)*

EM1 - 8W Factory Install EM driver
EM2 - 15W Factory Install EM driver

- - - - -

CONSTRUCTION
Die-cast aluminum housing with integrates secondary heat sinks 
to optimize thermal transfer. CCT and lumen output can be field 
adjusted for different application and mounting height. Button 
photocell is included ready to be use when lifting up cover and 
disabled when leave the cover on.

FINISH
Exterior parts are protected by a zinc-infused Super Durable TGIC 
thermoset powder coat finish that provides superior resistance to 
corrosion and weathering.

OPTICS
Precision-molded acrylic lenses are engineered for superior full cut off 
distribution, uniformity, and spacing.

ELECTRICAL
Class 2, constant current driver with 120V-277Vac, 50-60 HZ, L70 > 
50,000 hours 

LISTINGS
UL certified. Wet location.


