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BOLLARD ANCHOR
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ACCESSORY FOR BOLLARDS
INSTRUCTIONS
Cut the tubing for the base: The tubing must have a diameter equal to or larger than
that of the bollard base. Cut the base to the correct length, so when it’s installed on
the site, its a top will be in line with the finished surface. Install electrical conduit per
code through tube and anchor.
Leave space for landscaping: When installing a decorative base in a landscaped area,
leave enough space at the top of the current surface for landscaping material to be
added on later. Discuss the plans with your landscaper to figure out how much space
is needed
Make the concrete: Next, create concrete with water and concrete mix. Use the
manufacturer’s directions on the label as necessary. The goal is to have a similar
texture to moldable clay. Add a half-gallon of water to make the mix a little moister.
Doing this will cause the concrete to flow smoothly and fully pack the hole.

Pour concrete evenly over the base: Fill the hole completely until it’s level with
the surface.
Place the anchor casting inside the concrete form: Lower the anchor casting
into the concrete form. Continue pouring the concrete until the form is filled and
level to the bottom of the threaded studs as shown above.
Let the concrete cure: Allow two to three days for the concrete to cure before
continuing. In case of moisture or cool temperatures, you may have to wait
longer. Apply landscaping material as desired around the concrete form after the
curing period is complete.

Installing single expansion anchors can be completed in for easy steps. These light
to heavy duty anchors can be used when working in concrete, brick and block base
material, and can even be used in soft masonry and base materials of questionable
strength. A machine threaded bolt is used to expand the single expansion anchor
and can be removed and replaced without affecting the holding values of the anchor. The single expansion anchor is available in 1/4”, 5/16”, 3/8”, 1/2”, 5/8”, and
3/4” diameters. The single expansion anchor is made from a highly corrosive zinc
based alloy called Zamac.

1. Drill a hole in the base material with a hammer drill and a correctly sized carbide
drill bit for the anchor you are using. See our technical specifications page for drill
bit size required.
2. Clean out hole of all debris
3. Insert the single expansion anchor into the hole and tap the faster lightly with a
hammer to ensure it is flush with the base material.
4. Set the fixture over the single expansion anchor and insert the properly sized
machine bolt/screw through the fixture and into the anchor.
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